
ATH-SR5BT
high-resolution wireless  
on-ear headphones  
Listen to you music wirelessly with the SR5BT, combining lightweight on-ear 
portability and precision design with Audio-Technica’s unrivalled sound fidelity. 
Remember up to 8 devices with integrated Bluetooth® technology and enjoy easy 
one-touch pairing with NFC (Near Field Communication). With a wired connection, 
you can also experience the superb clarity of high-resolution audio, delivered through 
specially designed 45mm drivers.

•  Experience High-Resolution sound quality via wired connection through specially 
designed 45mm drivers.

•  Listen to your music wirelessly with Bluetooth® technology that remembers  
up to 8 Bluetooth® devices.

•  Up to 38 Hours battery life for continuous music playback on one charge.

•  Integrated volume and mic control switch in the earcup for simple control of 
smartphones and other Bluetooth® audio devices.

•  NFC (Near Field Communication) enables easy one-touch pairing with 
NFC-compatible Bluetooth® enabled devices.

•  Lightweight and flexible swivel design for increased portability and enhanced fit.

•  Soft memory-foam earpads and easily adjustable headband to provide a 
comfortable on-ear fit.

•  Includes 1.2m detachable cable with mic and controls for optional wired 
connection, USB charging cable, and carrying pouch, ideal for when travelling.

Specifications*:
Headphones   
 Type: Closed-back dynamic

 Driver Diameter: 45mm

 Frequency Response: 5 - 40,000Hz

 Maximum Input Power: 1,500mW

 Sensitivity: 102dB/mW

 Impedance: 50 ohms

 Weight: 185g (without cable)

 Cable: 1.2m with mic and control for smartphones

 Connector:  3.5mm gold-plated stereo mini-plug

 Accessories included:  1.2m with mic and control for smartphones,  
USB charging cable, carrying pouch 

Microphone   
 Polar Pattern: Omnidirectional

 Frequency Response: 50 - 4,000Hz

 Sensitivity: –44dB (1VPa, 1kHz) 

Bluetooth®   
 Transmission Band: 20 – 20,000Hz

 Communication System: Bluetooth® version 4.1

 Output: Power class 2

 Compatible Profiles: A2DP / AVRCP / HFP / HSP

 Support Codec: SBC / aptX / AAC

Battery   
 Power Supply: DC 3.7V lithium polymer battery

 Charging Time: approx. 5 Hours

 Operating Time: approx. 38 Hours continuous music playback

 Operating Temperature: 5 to 40˚C

 * Specifications are subject to change without notice.
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