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PROM291 High Performance Mini DisplayPort 
to DisplayPort Adapter 

Category Information 
Brand: Profigold 
Product group: Personal Media 
Sub group: Adapter 
Article group: DisplayPort 
Date of introduction: Q1 2011 

                 
 

 
Item number: PROM291 
Description: High Performance Mini DisplayPort to DisplayPort Adapter 
 DisplayPort 1.2 interconnect, for an unmatched sharper and clearer 2560 x 1600 display resolution  

 

 
• Transforms a Mini DisplayPort connection into a common used DisplayPort connection 
• Complies with DisplayPort 1.1 standard for unmatched sound* and picture quality  
• Suitable for display resolutions up to 2560 x 1600pixels 
• White ultra flexible PVC cable jacket for ease of handling  
• Slim-line plug design for ultimate usage with portable equipment  
• Superior Grade 99,996% Oxygen Free Copper to guarantee lowest signal loss  
• Double shielding cable lay-out to ensure highest data transfer without any loss  

 

 
Length: 0,2 m / 0.6 ft 
From Connector: Mini DisplayPort ♂ 
To Connector: DisplayPort ♀ 
Conductor Material:  32AWG 99,996% Oxygen Free Copper 
Dielectric:  0,63mm Foam-PE Skin 
Shielding 1:  Tinned Copper braiding 
Shielding 2:  Aluminium Foil 
Cable Finish:  White ultra flexible PVC cable jacket 
Cable OD  4,8 mm 
Soldering:  Silver soldering 
Plug:  Liquid Crystal Polymer 
Contacts:  Nickel Plated  

 

 
Apple iMac, Mac Book with mini DisplayPort output 
Monitor or TV screen with DisplayPort input 
DisplayPort Cable  

 
 

 
Mini DisplayPort adapter  

 

 
Package Size code: M25 
Qty products on hook: 8 pcs 

 

Article code Qty Size (W x D x H) EAN Code Weight 
Product 1 pcs 0,260 x 0,025 x 0,145 m 8717587048036 0,066 Kg 
Inner carton 6 pcs 0,280 x 0,170 x 0,185 m 8717587048043 0,524 Kg 
Outer carton 72 pcs 0,600 x 0,400 x 0,530 m 8717587048050 7,760 Kg  

 


